
H2O-56SE-R-48
1. Media Loading Instructions
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The riser tube should be 

centered in the bottom of the 

tank. There is a divet in the 

bottom of the tank that the 

basket distributor on the end 

of the riser tube will fit in. The 

top of the riser tube should 

be flush with the very top of 

the tank.

Use a piece of tape to cover 

the riser tube while adding 

media to the tank. You do 

not want any media getting 

into the riser tube. Place the 

funnel in opening at the top of 

the tank. Pour media into the 

tank using the funnel.

Fill the tank with 1.5 cubic 

feet of softening resin media. 

After filled, remove the 

funnel and tape covering the 

opening of the riser tube. 

Clean up the riser, tank 

threads and top of the tank 

before installing the control 

valve.

Thread the control valve 

on to the top of the tank. 

The control should thread 

on easily. If you feel any 

abnormal resistance, check 

to make sure the control is 

not cross threaded.

The system is now assembled 

and ready for installation.



2. Valve & Bypass Components

3. Plumbing Connection & Startup

1. Connect plumbing to the system with the bypass knobs in the bypass 

position (perpendicular to the plumbing). Turn on the water to the house and 

check all connections for leaks. 

2. 

position.

3. 

4. 

drain tube. 

5. Allow system to complete the backwash and regeneration cycles on its own. 

 

*Note: The system should be ready for use once the backwash cycle is 

bubbles in the water when new systems are installed. These tiny bubbles can 

These bubbles will go away once the system becomes thoroughly saturated. This 


