
LP-5 
Gravity Water Filter System 

The LP-5 is designed for applications where there 
is no reliable pressurized mains water supply.  The 
LP-5 uses gravity to filter the water in the upper 
chamber through the SuperSterasyl™filter 
candles into the lower chamber where the 
filtered water is collected.   
Manufactured from FDA Aprroved, Natural   
High-Density Polypropylene (HDPE) which offers a 
durabe, lightweight and portable means of 
filtering drinkng water anywhere in the world. 
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 World renowned Doulton® ceramic filter technology with over 150 years of quality manufacturing 
 For use on municipal or natural water sources 
 Ideal for camping, emergency relief, everyday use 
 Saves money over expensive bottled water  
 Total capacity 7 US Gallons (3.5 upper & 3.5 lower chamber) 
 Filters out: 
  -Pathogenic bacteria (cholera, typhoid, salmonella, E coli, etc.) 
  -Giardia, Cryptosporidium, and other parasites 
  -All types of particle contamination down to 0.5 Micron 
 Portable, lightweight, durable and high capacity filter  
 Easy to use, simple to maintain.  Filters can be cleaned up to 100 times 
 Pour untreated water in the top and get clean, filtered water from the tap 
 No power required 
 Manufactured in the USA 



• The LP-5 can accommodate up to 5 Doulton® filter candles* depending on the amount of water 
needed (more candles = more water)  * Imperial or Slimline filters can be used 

• Maximum output for the unit is as follows: 
 Slimline SuperSterasyl™ candles—10 GPD for each filter candle 
 Imperial SuperSterasyl™ candles—14 GPD for each filter candle 
• The LP-5 unit comes with a base to raise the lower chamber for easy access to the tap 
• The holes which are not in use are filled with removable rubber plugs (provided) for versatility 
• The LP-5 unit should only be fitted with genuine Doulton® Sterasyl™or SuperSterasyl™ candles 
• For ease of transport, the upper chamber nests inside the lower chamber to save space 
• The total capacity of the LP-5 is 7 US Gallons (3.5 upper and 3.5 lower) 

Dimensions: 

LP-5 
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